N (@ ambert:

AlMgSi0,5 F 22, DIN 1725/1748, (EN 573-3/755-1, 2)
gepresst, warm ausgehartet, in Herstellungsldngen von 6 m

AlMgsio,5 AlMgsio,5 AIMgSi0,5
EN AW- EN AW- EN AW-
6060 T66 6060 T66 6060 T66
W.-Nr. W.-Nr. W.-Nr.
3.3206 3.3206 3.3206
Abmessungen mm F 22 Abmessungen mm  F 22 Abmessungen mm  F 22
DxS Gewicht ca. kg/m DxS Gewicht ca. kg/m DxS Gewicht ca. kg/m
6x 1,0 0,042 32x 2,0 0,509 7/0x 2,0 1,154
8x 1,0 0,060 g3 20 0,560 OIS 1,620
255 20 0,815 70x 3,0 1,705
10x 1,0 0,080 35x 4,0 1,080 70x 4,0 2,738
10x 2,0 0,135 S55 50 1,276 70x 5,0 2,760
0% 25 0,159 ESFARES 0,465 70x 10,0 5,089
12x 1,0 0,095 38x 3,0 0,891 75 58R 2y 1,537
2% 1.5 0,134 76x 3,0 1,858
12x 2,0 0,170 40x 1,5 0,490
15 1.3 0,146 40x 2,0 0,645 80x 2,0 i.525
14x 2,0 0,204 40x 2,5 0,795 80x 2,5 1,643
15x 1,0 0,119 40x 3,0 0,942 80x 3,0 1,858
55 1.5 0,172 40x 4,0 1,220 80x 4,0 2,577
15x 2,0 0,221 40x 5,0 1,485 80x 5,0 3,180
g% 1,3 0,184 40x 8,0 2,320 80x 10,0 6,050
16x 2,0 0,240 40x 10,0 2,546 84x 2,0 1,460
&R 2.3 0,286 42x 2,5 0,679 86x 3,0 2,115
18x 1,0 0,144 42x 2,5 0,837
18x 1,5 0,210 42 x 3,0 0,992 90x 5,0 3,600
18x 2,0 0,273 45x 2,0 0,729 90x 10,0 6,786
45x 3,0 1,069
20x 1,5 0,235 45x 4,0 11,3l 100x 2,0 1,663
A0 20 0,305 45x 5,0 1,696 100x 2,5 2,066
20x 2,5 0,371 45x 6,0 2,130 100x 3,0 2,470
20x 3,0 0,433 46x 3,0 1,094 100x 4,0 2257
20x 4,0 0,543 48x 2,5 0,965 100x 5,0 4,032
20x 5,0 0,670 48x 3,0 1,145 100x 10,0 7,630
22x 1,0 0,180 48x 4,0 1,493 106 x 3,0 2,650
22 5% 1.5 0,262
2258 20 0,360 0 1.5 0,618 110x 5,0 4,455
25x 1,0 0,204 50x 2,0 0,820
23% 1.3 0,300 0% 25 1,007 120x 3,0 2,976
25x 2,0 0,390 50x 3,0 1,196 120x 5,0 4,877
23R 2.5 0,477 50x 4,0 1,560 125x 10,0 <7515
235% 30 0,560 50x 5,0 1,909
2551 50 0,850 50x 10,0 3,355 130x 3,0 3,231
28x 15 0,340 55x 2,0 0,970 130x 5,0 5,300
28x 2,0 0,441 553 2,5 1,113
235% 30 0,636 55x 5,0 2,121 150x 3,0 3,740
25x 4,0 0,814 150x 5,0 (5,155
255 5/ 1,030 60x 1,5 0,744
60x 2,0 0,990 160x 4,0 5,297
S0 1.3 0,365 GO 25 1,219 160x 5,0 6,574
30x 20 0,475 60x 3,0 1,450
S 25 0,583 60x 5,0 2,330 200x 5,0 8,270
30x 3,0 0,687 60x 6,0 2,748
30x 4,0 0,885 60 x 10,0 4,241 320x10,0 27,650

30x 5,0 1,110 60x 12,0 5,140



